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Photometrics

Dimensions

12mm

12
m
m

Lumen output VSMaxrun 7m @14.4W 3000KRa90

Top
Extrusion
Matt / Glossy
Dome
IP67
Top / Bottom
12*12mm
5m / 10m / 20m / 30m

Electrical & Mechanical Technical Data

White / TW / RGB/ RGBW/ Pixel RGB
Ra80+, Ra90+, Ra95+
14.4W/m | 19.2W/m | 27W/m
24V DC/ 48V DC
PWM, TRIAC,0-10V, SPI
L70B50 50.000 h

150° beam angle
R>60mm

Tc max <75°C ( 167°F )
-25°C...+50°C ( -13°F...122°F )

1.07 kg ( 5000mm )
VHBAdhesive / Bracket / Channel

Weight
Mounting

CCT/ColorOption
CRI
Power
Voltage
Dimming Protocol
Lifetime

Photometric
Bend Radius

Temperature
Operating Temp.

Bend
Process
Finishing
Diffuser shape
IP Rating
Cable Entry
Size
Length

5m / 10m / 20m / 30m

50mm

7.14mm

200mm

100mm

* The above photometric and MAXRUNparameters are applicable only to 24V14.4W/m 3000KRa90.
* If you have any MAXRUNquestions about other product lines ,please consult our company's sales
representative.

* For specificcutting dimensions of different product series,please refer to the LightTechnical Data.
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FLEX NEON 1212 DOME

DIMM
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UNIT:cd
C0/180,134.4°
C90/270,165.0°

AverageBeamAngle(50%):149.7DEG

1.0m
3.281ft

234.52lx
21.788fc

4.753m
15.594ft

40.651lx
3.777fc

10.0m
32.808ft

2.345lx
0.218fc

47.530m
155.940ft

0.407lx
0.038fc

2.0m
6.562ft

58.631lx
5.447fc

9.506m
31.188ft

10.163lx
0.944fc

3.0m
9.843ft

26.058lx
2.421fc

14.259m
46.782ft

4.517lx
0.420fc

4.0m
13.123ft

14.658lx
1.362fc

19.012m
62.376ft

2.541lx
0.236fc

5.0m
16.404ft

9.381lx
0.872fc

23.765m
77.970ft

1.626lx
0.151fc

6.0m
19.685ft

6.515lx
0.605fc

28.518m
93.564ft

1.129lx
0.105fc

7.0m
22.966ft

4.786lx
0.445fc

33.271m
109.158ft

0.830lx
0.077fc

8.0m
26.247ft

3.664lx
0.340fc

38.024m
124.752ft

0.635lx
0.059fc

9.0m
29.528ft

2.895lx
0.269fc

42.777m
140.346ft

0.502lx
0.047fc

DiameterAverageECenterEHeight BeamAngle:134.4°
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Product CodeType LumenCut LengthCCT/Color VoltageCRI

Light Technical Data

1132Lm/m

1271Lm/m

1282Lm/m

1300Lm/m

1325Lm/m

1342Lm/m

1488Lm/m

1555Lm/m

1663Lm/m

1701Lm/m

1708Lm/m

1732Lm/m

1120Lm/m

1188Lm/m

1267Lm/m

1303Lm/m

1323Lm/m

1339Lm/m

995Lm/m

1074Lm/m

1170Lm/m

1209Lm/m

1238Lm/m

1274Lm/m

1074Lm/m

1152Lm/m

1250Lm/m

1272Lm/m

1296Lm/m

1328Lm/m

1454Lm/m

1540Lm/m

1627Lm/m

1670Lm/m

1728Lm/m

1756Lm/m

1057Lm/m

1136Lm/m

1209Lm/m

1278Lm/m

1290Lm/m

1300Lm/m

1198Lm/m

1597Lm/m

518Lm/m

576Lm/m

813Lm/m

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

100mm

100mm

100mm

100mm

100mm

100mm

50mm

50mm

50mm

50mm

50mm

50mm

7.14mm

7.14mm

7.14mm

7.14mm

7.14mm

7.14mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

50mm

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

48VDC

48VDC

48VDC

48VDC

48VDC

48VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra95+

Ra95+

Ra95+

Ra95+

Ra95+

Ra95+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra80+

Ra80+

Ra80+

Ra80+

Ra80+

Ra80+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

Ra90+

-

Ra90+

-

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K

3000K

3500K

4000K

5000K

5700K

2700K+5700K

2700K+5700K

RGB

RGBW

Pixel RGB

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME

1212 DOME 1CUT 7MM

1212 DOME 1CUT 7MM

1212 DOME 1CUT 7MM

1212 DOME 1CUT 7MM

1212 DOME 1CUT 7MM

1212 DOME 1CUT 7MM

1212 DOME HIGH LUMEN

1212 DOME HIGH LUMEN

1212 DOME HIGH LUMEN

1212 DOME HIGH LUMEN

1212 DOME HIGH LUMEN

1212 DOME HIGH LUMEN

1212 DOME CC

1212 DOME CC

1212 DOME CC

1212 DOME CC

1212 DOME CC

1212 DOME CC

1212 DOME CCT VARIABILE

1212 DOME CCT VARIABILE

1212 DOME RGB

1212 DOME RGBW

1212 DOME DIGITAL RGB

White Ra90+

High CRI Ra95+

MiniCut 7.14mm

High Efficacy 120Lm/w

Stabilized Current

Tunable White

RGB
RGBW
Pixel RGB20Pixels/m

14.4W/m

14.4W/m

14.4W/m

14.4W/m

14.4W/m

14.4W/m
19.2W/m
14.4W/m
19.2W/m
27W/m

19.2W/m

14.4W/m
48VDC

FLEX NEON 1212 DOME
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Molding Cable Directions Bottom Entry (IP67)

Top Entry (IP67)

End Cap (IP67)

Sealed Caps
Dimensions: 14x14x25mm
Material: Silicone

Dimensions: 12x24.5mm
Material: Silicone

Dimensions: 12x12mm
Material: Silicone

Dimensions: 12x12mm
Material: Silicone

Cable Cap

Dimensions: 14x14x12mm
Material: Silicone

End Cap

Mounting
Dimensions: 14.6x8x1000mm
Screwhole: Two hole, Φ4mm
Material: Aluminium

Aluminum Mounting Channel

Dimensions: 14.6x8x30mm
Screwhole: One hole, Φ4mm
Material: Aluminium

Aluminum Clip

Dimensions: 14.4x8.3x1000mm
Screwhole: Two hole, Φ4mm
Material: Plastic

PCChannel

Dimensions: 14.4x8.3x1000mm
Screwhole: One hole, Φ4mm
Material: Plastic

PCClip

10mm
8mm

14.6mm

10mm
8mm

14.6mm

10mm
8.3mm

14.4mm

10mm
8.3mm

14.4mm

10mm

Φ9mm12mm

12mm 2mm

12mm

14.5mm

10mm

Φ9mm

2mm

2.5mm

16.5mm

12mm

12mm

12mm
14mm 14mm 11mm

14mm

12mm

2mm

12mm
14mm

12mm

14mm

14mm

14mm

Φ6mm

FLEX NEON 1212 DOME
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Connectors & Wires Silicone Wire

IP66Waterproof Connector With Wire(M12)

Packing

1reel/bag5meters/reel 13bags/carton 40x40x23.5cm
14kgs/carton

• Product installation must be carried out by a qualified professional.
• Before installing make sure, that electrical power is turned OFF.
• Before installing make sure, that the fixing area can bear the total weight of the luminaire.
• Payattention to polarity when connecting (installing)the product.
• Do not operate if the luminaire has been damaged.
• To protect the surface from dirt and fingerprints, we recommend the use of protective glovesduring installation.
• Product warranty does not cover any damage caused by faulty installation and/or misuse.
• For further information, pleasecontact the manufacturer.

Warning

2PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -60°C~200°C, V-0
3PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -60°C~200°C, V-0
4PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -60°C~200°C, V-0
5PIN 22AWGwire, Φ=6mm, L=200mm, 300V, -60°C~200°C, V-0

IP68Waterproof Connector(M20)

2PIN screw crimping, 500V, -25°C~105°C, V-0
3PIN screw crimping, 500V, -25°C~105°C, V-0
4PIN screw crimping, 500V, -25°C~105°C, V-0
5PIN screw crimping, 500V, -25°C~105°C, V-0

2PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -25°C~105°C, V-0
3PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -25°C~105°C, V-0
4PIN 20AWGwire, Φ=6mm, L=200mm, 300V, -25°C~105°C, V-0
5PIN 22AWGwire, Φ=6mm, L=200mm, 300V, -25°C~105°C, V-0

LED NEON FLEX

White,12*12mm,14.4W/m 1212D

MADEINCHINA

4000K,Ra90,24V dc
50mm cut,IP67

RED --------- +
WHT --------- -

C O M P L I A N T
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FLEX NEON 1212 DOME


